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Available online 5 May 2015AbstractA model-based design is presented for restoring the small urban river Panke located in Berlin, Germany. This new design process combines
high resolution 2D hydraulic modeling with habitat modeling and river-ecological expert knowledge in a highly iterative way. Advances have
been made for the habitat modeling: habitat suitability maps have been developed for fish and the habitat suitability for benthos has been
assessed by including groups with different hydraulic preferences.
Using the model-based design we have developed preference variants for the Panke which include structures such as pools, riffles, river
banks, dead wood as well as aquatic vegetation. To account for the very detailed geometry of some structures such as dead wood, high resolution
grids with edge length up to one decimeter have been generated. Furthermore flood protection has been assured. The variants should be
constructed in the Panke in 2015. We expect that the ecological conditions for fish and benthos will improve, however this has to be evaluated by
further measurements. The model-based approach for the design of enhancement measures delivered valuable hints on current shortcomings in
the river morphology, priorities for the creation of new habitats and quantitative information on the increase of suitable areas to be expected. In
addition, relating the habitat changes to different flow rates helped to estimate the temporal availability of high quality habitats after the
implementation of the measures.
© 2015 International Association for Hydro-environment Engineering and Research, Asia Pacific Division. Published by Elsevier B.V.
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Open access under CC BY-NC-ND license.1. Introduction
Urban water bodies are facing numerous threats to their
water quantity and quality. In the past especially small many
urban rivers have been straightened, embanked and partially
tubed, and often they are directly bordering or very closely
located to buildings. Further, many urban rivers are stressed by
various loads such as nutrients, heavy metals, personal care* Corresponding author.
E-mail address: carsten.lange@wahyd.tu-berlin.de (C. Lange).
http://dx.doi.org/10.1016/j.jher.2015.04.003
1570-6443 © 2015 International Association for Hydro-environment Engineering and Research,products or drugs resulting from combined sewer overflow,
highly polluted surface runoff after heavy rainfall or their
functioning as receiving waters. Consequently, the biodiversity
and ecological state of many urban rivers is considerably
impoverished compared to natural freshwater bodies (Meyer
et al., 2005, Walsh et al., 2005; Fletcher et al., 2013). The
aim of the European Water Framework Directive is to achieve
a good ecological state for all water bodies (Bernhardt and
Hardt, 2006) and corresponding criteria are defined, for
example for different (natural) river types. However, achieving
a good ecological state is hardly possible for many urban
rivers. Therefore, the European Water Framework DirectiveAsia Pacific Division. Published by Elsevier B.V. Open access under CC BY-NC-ND license.
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Water Bodies which are water bodies that have significantly
changed their original appearance. These Heavily Modified
Water Bodies have to achieve a good ecological potential
rather than a good ecological status, i.e. they have to achieve
less high aims which are not generally defined and case spe-
cific. In addition to often limited space in urban areas, further
difficulties arise from restrictive administrative regulations
when restoring a river.
The Panke, located in Berlin, Germany, is a small urban
river or stream and it is such a Heavily Modified Water Body
being faced by many of the above mentioned problems (see
Fig. 1, left). Within a pilot project different preference vari-
ants have been developed to improve the structural quality of
the channel in such a way that a good ecological potential can
be expected in the future (Sieker and Peters, 2008; Brunke
et al., 2012; Seidel and Mutz, 2012; Laub et al., 2012). One
innovative aspect of this pilot project is the use of various
modeling tools in combination with ecological expert
knowledge to develop and optimize the channel design in an
iterative procedure. The models cover hydrology, hydraulics,
transport of substances and sediments, morphodynamcis as
well as habitats (see Fig. 1, right). Especially the hydraulic
modeling requires high resolution grids with a smallest edge
length of one decimeter to resolve the geometric structures
and optimize their design. Another important aspect in the
pilot project is that the new channel design should not worsen
the flood protection. Further, the habitat model had to be
adapted and extended to meet the special conditions of fish
and benthos in the Panke. This model-based design approach
may also be interest for river restoration in Asia (e.g. Parish
et al., 2004).
The objectives of this paper are the following: First we
explain the scientific methods of the hydraulic and the habitat
model, their extensions and their limitations. Then the current
hydraulic, morphological and habitat conditions (fish, benthos)
have been determined showing the highly degraded ecological
status in the river Panke. In the following, preference variants
are developed in a highly iterative way linking high resolution
hydraulic and habitat modeling with river-ecological expert
knowledge. Finally, the advantages and advancements in
(practical) river restoration are discussed.Fig. 1. River Panke in Berlin (left); pyramid2. Modeling tools2.1. Hydrological modelThe rainfall-runoff simulation in the catchment is carried
out with the model STORM (Sieker et al., 2006). STORM
originally was developed for simulating water balances in
urban areas (e.g. polluting loads, dimensioning of construc-
tions for combined wastewater treatment). In recent years it
has been extended to also simulate rainfall-runoff in natural
catchments. In our pilot project rainfall-runoff in the Panke
catchment is modelled with STORM which thus determines
the inflow discharge of the river section under investigation.2.2. Hydro-numerical model for hydraulics, transport
and morphodynamicsIf at all models are applied for river restoration, often 1D
models are used. For our work we require a robust 2D model
and this necessity is explained in the following. The 2D model
numerically solves the vertically averaged shallow water
equations. Thus in each node the water level as well as the
horizontal flow components are computed. The computational
domain includes the riverbed and the floodplains as well as
bridges being special hydraulic structures and it is discretized
by an unstructured mesh consisting of triangular and quadri-
lateral elements (see Figs. 2 and 3). The model must be robust
to properly simulate the propagation of flood waves, flooding
and drying as well as small water levels and flow transitions
(Toro, 2001, Hervouet, 2007; Hou et al., 2013, Simons et al.,
2014).
We need at least a 2D model to account for the flow di-
versity, i.e. at least the horizontal variability of the flow field
which is significant, for example in areas with pools, banks
and dead wood. Further, the geometric approximation of the
structures mentioned before can be carried out much better
with a 2D model compared to a 1D model and therefore the
impacts of these structures on the flow, transport and the
ecological state can be estimated much better. As some of
structures such as dead wood are small, we need highly refined
meshes with edge lengths in the range of one decimeter (see
Figs. 2 and 9). This is much finer compared to classical 2Dof modeling and forecast tools (right).
Fig. 2. Current conditions in river Panke; lower reach near bridge (left), highly modified, urban morphology (right); uppermost reach with vegetated bank areas;
arrows show current direction.
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gineering measures. Although these structures can geometri-
cally be accounted for, we have to mention that we also have
to make some geometrical simplifications. For example, we
cannot exactly represent a round dead wood and have to make
engineering simplifications and we cannot account for small
branches. We are aware that also 3D flow effects might play a
role, for example in pools or the near field of structures (e.g.
Xie et al., 2013). However, this is very CPU time demanding
and it is currently out of the scope of a practically oriented
project. Finally, dense vegetation which occasionally occurs
during the year requires special consideration.
For our investigations we have chosen the model
HYDRO_AS-2D which is a robust shallow water solver based
on the Finite-Volume Method (Nujic, 2006, Lange et al.,
2014). Extensions of HYDRO_AS-2D enable modeling the
transport of substances and sediments as well as morpholog-
ical changes. Knowing the flow field, the bottom shear stresses
can be easily computed. The spatial distributions of water
levels, flow fields and bottom shear stresses for various
discharge events are very important input parameters for the
habitat modeling and the channel design.2.3. Habitat modelSubstrate properties obtained from field measurements
were assumed constant in time. Target fish species have been
selected based on historic information and recent surveys
identifying river type specific species sensitive enough toFig. 3. Current conditions in Section 3; CASiMiR habitat model results for two lifdetect improvements but also able to colonize an urban river
stretch in a feasible time span. Two rheophilic cyprinids were
selected as target species, gudgeon Gobio gobio and dace
Leuciscus leuciscus. In the study area gudgeon is very rare but
still present, while dace depends on connectivity improve-
ments to approach. In addition three-spined stickleback and
young of the year fish (YOY) in general were chosen as targets
being the presently dominating species and the generally most
sensitive life stage, respectively. For all target species a 2D
fuzzy logic habitat model was set up using the software
CASiMiR (Jorde, 1997; Schneider, 2001).
The standard modeling approach used by CASiMiR relates
changes in the local hydraulic conditions and morphological
properties such as substratum on the river bottom or cover
types to the habitat requirements of fish (see model principle
in Fig. 4). Via the intersection of this abiotic and biotic input
using a fuzzy logic approach the habitat suitability for desired
fish species and life stages can be determined and illustrated in
terms of habitat suitability maps (see Fig. 3). Included in this
project, however is the assessment of morphological variations
which are used to test the viability of mitigation options before
they are built. Thus the approach used in this paper provides
an optimization tool which simultaneously accounts for hy-
draulic and ecological interactions.
Fuzzy rules and sets were created based on long-term
regional field data on environmental requirements of the
target species. Abiotic input parameters were the water depth
and flow velocity, classified into ranges using sets such as
“low”, “medium” and “high”. The definition of the setse stages adult (left) and juvenile (right) of Gudgeon (Gobio gobio) for 310 l/s.
Fig. 4. Reach of river Panke within the city of Berlin including the 4 sections (left); detail of the grid showing the current state of Section 1 including 2 bridges,
ground level (dark red 42.0, dark blue 35.0 m above sea level) (right).
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locity range is higher for rheophilic species adapted to fast
flowing environments as opposed to limnophilic species
with affinity for slow flowing and stillwater. Substrate prop-
erties were assumed constant in time. Examples for the
definition of habitat requirements by fuzzy rules are listed in
Fig. 3.
The habitat suitability results are calculated in terms of a
Habitat Suitability Index (HSI) having scalar values between
0 and 1, where 1 represents the most suitable habitat at a given
mesh element and 0 represents unsuitable habitat.
Another advancement in this work was the inclusion of the
Perlodes methodology for the assessment of benthic habitat
suitability. The Perlodes system assumes specific distributions
of benthos taxa to river types based on the assumption of
‘matching’ species to the typical hydraulic characteristics of
the rivers they inhabit. The hydraulic preferences of the
benthos taxa are determined from a large number of field in-
vestigations relating the FST hemisphere measurements
(Statzner and Mu¨ller, 1989; the FST hemisphere number is
indicator for the near bottom flow force) and are mathemati-
cally defined as preference functions. In the current in-
vestigations a new approach has been applied. Preference
functions were not defined for single taxa but for different
hydraulic preference groups (limnobiotic, limnophilic, rheo-
philic and rheobiotic, see above) as part of the Perlodes sys-
tem. The functions for these different groups were derived by
the analysis of available preference functions for single taxa
belonging to a group and their integration. That way each
function relates the habitat suitability of a particular benthos
group to FST values (see Fig. 5).3. Current results3.1. Preparatory work and current conditionsA reach of the Panke with a length of about 2.2 km has
been investigated (see Fig. 4, left). For the bathymetry about
80 profiles of cross sections were available having a distance
of about 25 m. The computational domain also includes
forelands which are of course small due to closely located
buildings and urban infrastructure. The 2D grid consists of
about 220.000 triangular and quadrilateral elements (see
Fig. 4, right). The bottom friction has been chosen to a
Strickler value of 40 m1/3/s which has been determined in a
preparatory project (Sieker and Peters, 2008). Within the
considered reach four sections have been defined where
different structures should be built (see Section. 3.2). Prepa-
ratory work has been carried out by Lange et al., 2012, 2013.
First we have modeled the Panke under current conditions.
For different purposes we had to consider mean as well as
extreme low and high discharge conditions: extreme low flow
conditions 0.050 m3/s, median discharge 0.150 m3/s, mean
discharge 0.310 m3/s, bankfull discharge 0.900 m3/s and flood
discharges with different frequencies of occurrence, annual:
2.550 m3/s, 50 years: 7.250 m3/s, 100 years: 8.380 m3/s. For
dimensioning the height of dead wood and sandbanks we have
chosen a discharge of 0.900 m3/s to ensure that the upper parts
of the structures still remain dry, are a few centimetres above
the water table and are not overflown (see Fig. 9).
The uppermost region has currently the ‘best’ morpholog-
ical characteristics, despite its placement within the highly
urbanized landscape. Dominant substrate for this reach
Fig. 5. Current conditions in Section 4; Habitat suitability for the benthos groups (left to right) “limnobiotic”, “limnophilic”, “rheophilic”, and “rheobiotic” for a
discharge of 0.05 m3/s (left) and 0.31 m3/s (right).
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of small stones (6e12 cm) and sand (see Fig. 2).
Due to the poor morphological conditions, a low hydraulic
variability exists within the reach which effectively leads to a
homogenization of the flow field. Since fish across species and
life stages are rheoactive across a wide spectrum of local flow
conditions, a homogeneous flow field acts effectively as a
physical sorting mechanism for fish species diversity. The
results of the habitat model showing the poor suitability con-
ditions for life stages of gudgeon (Gobio gobio) for a
discharge of 0.310 m3/s are given in Fig. 3. Adults do not find
any areas with good conditions in the current situation. This is
mainly because of the very low flow velocities in conjunction
with very shallow water. For juveniles the situation is better
since water depth and flow velocity is low in the whole stretch.
However, the most preferred shallow areas with low flow ve-
locities and small substratum are missing.
Results of habitat modeling for the four benthos groups
with different hydraulic preferences are shown in Fig. 5 for a
flow rate of 0.05 m3/s (not exceeded 45 days per year, left) and
a flow rate of 0.31 m3/s (not exceeded 145 days per year,
right). The four groups are classified based on their prefer-
ences for the environmental flow characteristics:
limnobiotic ¼ requires slow flowing or stillwater,
limnophilic ¼ affinity for slow flowing and stillwater,
rheophilic ¼ affinity for flowing water and
rheobiotic ¼ requires flowing water. It can be seen that in the
current situation habitats for limnobiotic and limnophilic
species are only found in larger portions for the low flow
situation while for the higher flow they are severely reduced.
In contrast the rheophilic group has access to a wide expanse
of high quality habitats for the higher flow whereas for the low
flow situation these habitats virtually disappear. This becomes
most pronounced in the low flow period during summer when
large quantities of macrophytes (not considered in thehydraulic model) further reduce the flow velocity. Habitats for
rheobiotic organisms are found only in single spots for the
higher flow and are not present in the low flow situation which
is however not atypical for the river type considered.
The change of habitat distribution over the whole investi-
gated flow range can be read from the suitability distribution
diagrams shown in Fig. 6. High quality habitats (Habitat
suitability > 0.6) are hardly found during low flow for all
groups, for the limnobiotic and limnophilic they almost
disappear for high flow situations above 0.9 m3/s. Rheobiotic
organisms find virtually no highly suitable areas for all flow
rates.
In the current situation this is a particular problem that
locally hydraulic habitats change completely with river flow.
For that reason only indifferent benthos species can settle, who
get along well with this flow dependent changes.
In parallel to the modeling work an assessment scheme for
sampling fish was set up following a BACI (before-after-
control-impact) approach. Immediately upstream of each of
the four sections (Fig. 4), a control section of similar length
was established. Both all stretches with rehabilitation planned
and all controls have been sampled for fish three times prior
the rehabilitation work started, in spring (April), summer
(August) and autumn (October) 2012.
Fish sampling comprised wading single run electric fishing
without stop nets using two portable battery-powered DC
electric fishing gears (EFGI 650, 1.2 kW, Brettschneider-
Spezialelektronik, Chemnitz) with a towed ring anode of
0.4 m diameter each. Both banks were simultaneously fished
by two operators. All fish stunned were collected immediately
and stored in an aerated tank until the site was completely
sampled. The site length was determined by the rehabilitation
planning. Control sites were of similar length as the corre-
sponding rehabilitation sites. Because rehabilitation Sections 2
and 1 were connected (Fig. 4), a common control site was
Fig. 6. Current conditions in river Panke; distributions of the areas for different habitat classes as a function of the discharge for the benthos groups (left to right)
“limnobiotic”, “limnophilic”, “rheophilic”, and “rheobiotic”.
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together. Site length were measured using a laser rangefinder
(LEICA LRF 800 Rangemaster) and the coordinates of start-
ing and ending points were recorded with a hand-held GPS
(Garmin GPSmap 60CS). All fish were identified to species,
measured (nearest mm) and released. Catch per site was
standardised to number of fish caught per 100 m fished. Catch
was pooled for sites over seasons to assess the current con-
ditions of the fish assemblage of the Panke.
During the assessment of the current fish ecological
status of the Panke within the study area a total of 8401
fish was caught representing 9 species. The fish assemblage
was completely dominated by three-spined stickleback
contributing more than 99% to the total catch. All other
species were rare. In addition, most of the other species
were caught in the control sites (Table 1). Fish densities did
not significantly differ between rehabilitation and control
sites.
The catch was fully dominated by eurytopic, environmen-
tally tolerant, generalist species (99.58%) and a few stillwater
preferring limnophils (sunbleak, tench and rudd with a total
share of 0.29%). In the Panke the only riverine fish species
remaining was gudgeon (0.13%). This species has to be
considered the most sensitive with regard to its requirementsTable 1
Number of specimens caught and fish densities obtained during the baseline samplin
site; numbers refer to sections in Fig. 2.
Fisch Species RS 4 CS 4 RS 3
Gudgeon
Silver bream 1
Pike 2
Sunbleak
Roach 2 2
Rudd 2 1 2
Tench 1 5 3
3sp. stickleback 1528 1836 912
10 sp. stickleback 1 4 3
Cumulative length fished (m) 610 840 550
# Species 5 6 5
# Individuals 1533 1850 922
Fish per 100 m 251.31 220.24 167.64for both water quality and hydromorphologic habitats (e.g.
Wolter, 2010; Scharf et al., 2011; Wolter and Schomaker,
2013).
Summing up, the fish assemblage is in a highly degraded
ecological status with only one species dominating and many
of the historically present species disappeared. It is hypothe-
sized that implementing the planned measures and structures
in the rehabilitation sites will significantly increase the
numbers of species therein, the species diversity and espe-
cially the abundance of gudgeon and pike. The dominance of
three-spined stickleback will most probably persist; however,
at a substantially lower proportion. In the controls in contrast,
low changes are expected except a slight increase of fish other
than sticklebacks due to dispersal effects from the rehabilita-
tion sites. The fish ecological benefits of the control sites from
nearby rehabilitation measures will increase with time after
implementing the measures.3.2. Preference variantsPreference variants have been developed in a highly itera-
tive procedure between the different modelers and the ecolo-
gists to improve the potential ecological benefits step by step.
Several aspects have been considered:g in 2012 at all sites pooled over season. RS ¼ rehabilitation site, CS ¼ control
CS 3 RS 2 RS 1 CS 2,1 Total
10 1 11
1
2 1 5
1 1
1 5
1 6
4 1 1 2 17
844 738 1362 1121 8341
3 1 2 14
435 540 515 620 4110
5 2 7 4 9
862 739 1369 1126 8401
198.16 136.85 265.83 181.61 204.40
Fig. 7. Preference variant in Section 3; diverse structures (left); elevation of river bed (green ¼ high; blue ¼ deep) for current conditions and a preference variant
(right).
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shelter and resting; riffles provideshallow nursing areas for
juveniles and suitable spawning gravel for lithophilic fish.
- Benthos habitats: Benthic species have most different
demands related to flow forces, water depth, drift initiating
currents, bottom substratum (e.g. sandbanks) and light
availability.
- Macrophyte habitats: The macrophytes typical for the
considered river type have an affinity to high velocities
and shadowed areas.
We put a main focus on fish and benthos as there were for
example restrictions constructing shadowed areas. Finally we
have designed diverse structures consisting of spools cours
(with several decimetres depth), riffles (with several deci-
metres height), dead wood and river banks shown in Fig. 7.
The dead wood structures are also important for the
morphology of the river bed as they enhance the development
of natural pools. Fig. 7, right compares the current conditions
with a preference variant in Section 3.
Most of the structures such as riffles, dead wood, river
banks and pools are taken into account by geometricFig. 8. Preference variant in Section 3; high resolution grid including geometric mo
of 0.9 m3/s (flow velocity in [m/s]) (right).modifications of the grid, i.e. rising or lowering the river bed,
as can be seen in Fig. 8, left and 9. In addition the friction has
been increased as these structures are more rough compared to
the river bed. Further the friction has been increased in areas
with vegetation to take this effect at least qualitatively into
account. In Fig. 8, right the positive effect of the structures on
the flow field in Section 3 can be seen for the design flow of
0.900 m3/s. The white areas are dry and the blue and green
colors show the drifting current around the structures. Further
the light blue color indicates low velocities and thus possible
rest areas for fish in the pools.
Fig. 9 presents the distribution of the water depth for the
design flow of 0.900 m3/s. Again the white areas which
represent the upper part of structures are dry (as they should be
following the design suggestion) and the drifting current can
be seen. We find shallow (light blue) and deep areas (dark
blue), the latter being the pools and possible rest areas. The
high resolution of the grid enables a very detailed and precise
dimensioning of the height of emerged structures like the river
banks, dead wood and riffles as well as of the depth of sub-
merged structures like the pools. We would like to point out
that the grid resolution is such fine that even big branches ofdifications for structures (elevation in [m]) (left); flow velocity for design flow
Fig. 9. Preference variant in section 3; water depth for design flow of 0.9 m3/s (in [m]) (left); 3D view (left); top view (right).
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an impact on the flood water level and discharge, however they
were placed in areas such that the flood protection was
assured. As mentioned before, the high resolution hydraulic
results (water level, velocity field, bed shear stress) are
important input parameters for the habitat modeling.
The CASiMiR results of a preference variant including
morphological enhancements are shown for the gudgeon in
Fig. 10. Here it can clearly be seen that a marked improve-
ment over the current conditions (see Fig. 3) for both the adultFig. 10. Preference variant in section 3; CASiMiR habitat model results for the gudg
the morphologically enhanced situation offers significantly improved habitat condand juvenile gudgeon can be expected. The proposed
morphological enhancements do not only change the local
hydraulic characteristics of the investigation reach, but also
provide new types of cover and a new substrate dynamic
which further acts to reinforce the heterogeneity, effectively
establishing new ecological niches. The habitat conditions
improve significantly (see Figs. 3 and 10). For adult gudgeon
spots with medium suitability are provided due to the
increased water depth. The amount and quality of sites with
good conditions increase with flow. For young fish the effectseon (Gobio gobio) adult (left) and juvenile (right) after restoration in Section 3;
itions for both life stages.
Fig. 11. Preference variant in section 4; habitat suitability for the benthos groups (left to right) “limnobiotic”, “limnophilic”, “rheophilic”, and “rheobiotic” for a
discharge of 0.05 m3/s (left) and 0.31 m3/s (right) in Section 4, future situation.
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present, particularly in the very shallow stillwater regions
around the installed large dead wood. With increasing flow
velocity they are still available (Fig. 3, bottom right) and
assumably provide rest areas for young fish even during
smaller flood events.
For the benthic groups habitat conditions in the future sit-
uation change significantly as well (see Fig. 11). Locations
with high habitat suitability for limnobiotic and limnophilic
species are much more frequent and can be found along the
entire investigation reach. Areas with high suitability are
reduced for rheophilic species but are still available in high
portions during the higher flow 0.31 m3/s, in small portions for
the low flow 0.05 m3/s as well. A reduction in very good
habitat for higher flow situations is expected for rheobiotics,
which under current conditions have a small, localized region
of very good habitat but only for the 0.31 m3/s. For the low
flow rate 0.05 m3/s hydraulic conditions are not suitable for
this group, which thrive on very intense currents. However, for
higher flows also in the new situation regions with middle to
good habitats are expected to persist. It is also worth noting
that these species are not expected to occur in high abundance,
since regions with very high flow velocities are not charac-
teristic of the Panke.
More importantly, it can be recognized that the future sit-
uation with improved morphology is expected to provide a
broader range of habitat types, with considerable improve-
ments anticipated for limnobiotic and limnophilic species and
large portions of highly suitable areas for rheophilic species as
well. The higher diversity of river bottom substratum and
hydraulic conditions comes along with an overall higher
biodiversity. It is particularly important that favourable con-
ditions for these different benthos groups do not occur only in
a limited flow spectrum, as in the current situation, but they
can be found over a very wide discharge range. This meansthat even with changing flow conditions, good habitats are not
completely displaced or disappear but remain usable.
The suitability distributions for the benthic groups in
Fig. 12 indicate the significantly improved situation compared
to the current status (see Fig. 6). This is expressed in a much
less flow dependent class distribution. After mitigation three
groups find a significant amount of highly suitable areas for all
investigated flow rates and the reduction for higher flows is
much less drastic. Only the rheobiotics find no habitats for low
flow and only a small amount of good habitats for increased
flows. However, this is not surprising since rheobiotics are
expected with higher abundancies in the investigated river
type.3.3. DiscussionDeveloping the design for the structural improvement of the
Panke took several iterations of modeling, expert-generated
scenarios, and expert-based evaluations. This step wise
model-based adaptive approach had several advantages. First,
the modeling of water depth, flow velocity and bed shear stress
for the current conditions of the Panke enabled the positioning
of key structural elements such as pools, riffles and river banks
at sites where the Panke showed already the tendency towards
developing the respective element. Since the slope of the
Panke was low and the bed fairly uniform, this tendency was
not visible in the field. Hence, modeling firstly provided the
base for the primary rule in restoration ‘work with the river’.
Second, the design aimed at near natural interaction among
key structures. Therefore size and relative orientation of the
structural elements had to be adapted to the local hydraulic
situation, e.g. the distance of pools and riffles and the relative
orientation of river banks and pools in the cross section. This
was done in a trial and error procedure shifting the position
and changing the size of individual structures in the model,
Fig. 12. Future conditions in the river Panke; distributions of the areas for different habitat classes as a function of the discharge for the benthos groups (left to
right) “limnobiotic”, “limnophilic”, “rheophilic”, and “rheobiotic”, future situation.
235C. Lange et al. / Journal of Hydro-environment Research 9 (2015) 226e236e.g. the height of vegetated river banks. Third, the design
aimed at increasing the habitats for target species among fish,
benthos and aquatic macrophytes. This aim was accomplished
in further iterations of modeling and expert evaluation that
enabled fine tuning in the orientation and size of single
structural elements. In this fine tuning process ecologists could
compare the computed depth, velocity and shear stress at the
stream bed with habitat requirements of the target species for
these major environmental factors. By modifying the level of
riffles and river banks and the size and orientation of large
wood structures, the patches of best habitat suitability for
single species were optimised. The overlay of the best habitat
suitability for single species, finally enabled the partitioning of
habitats among the different target species to achieve a
balanced habitat availability for the entire community in the
restored reaches.
In summary the modeling translated the ecologist's ideas in
quantitative data at several levels of the process and by this
enabled control and maximizing of target conditions. Since
modeling was done for variable discharges, assumed bottle-
necks for the target species at high and low flow could be
avoided or reduced. The resulting restoration design hence has
much more certainty than standard restoration designs that
mimic natural references, which are mostly not appropriate for
urban rivers with unalterable unnatural constraints.
The complex decisions rely on the accuracy of the hy-
draulic model. The high spatial resolution of the model
matched the extent of meso- and microhabitats for fish and
even benthic invertebrates. However, for complex secondary
currents and patterns of local pools and fill, like the pools or
dead wood structures, it remains unclear whether the near bed
hydraulics as a crucial factor for benthic invertebrates was
sufficiently approximated by the 2D model. Here further field
measurements or high resolution 3D simulations are required.
Finally the assessment of the current status of the fish and
benthic invertebrates' assemblages indicated highly degraded
urban ecological conditions and no differences between
rehabilitation and control sites. By that a main prerequisite for
the success evaluation has been set up. In future work
modeling of transport and water quality (e.g. combined sewer
overflow, contaminants, heat) should be included into the
model-based design process.4. Conclusions
The model-based design applied here to a small urban river
is an advancement in river restoration as it improves the design
process, i.e. it enables a better prediction of impacts of engi-
neering and ecological measures and it better enables a fine
tuning or an optimization of measures when compared to
classical procedures. The model-based design combines high
resolution 2D hydraulic modeling with habitat modeling in
close interaction with river-ecological expert knowledge being
an overall highly iterative process. For the habitat modeling,
habitat suitability maps have been developed for fish and the
habitat suitability for benthos has been assessed by including
the Perlodes methodology and FST hemisphere measurements.
We have applied the model-based design to develop pref-
erence variants which should be constructed in the Panke in
2015. We expect that the preference variants will improve the
ecological conditions for fish and benthos.
Acknowledgement
The project is supported by the European Regional
Development Fund (ERDF) in context of the Berlin Environ-
mental Relief Programme (ERP).
References
Bernhardt, E.S., Hardt, D.D., 2006. The challenge of ecologically sustainable
water management. Water Policy 8, 475e479.
Brunke, M., Purps, M., Wirtz, C., 2012. Furten und Kolke in Fließgew€assern
des Tieflands: Morphologie, Habitatfunktion fu¨r Fische und Renaturier-
ungsmaßnahmen. Hydrol. Wasserbewirtsch. 56 (3), 100e110.
Fletcher, T.D., Andrieu, H., Hamel, P., 2013. Understanding, management and
modeling of urban hydrology and its consequences for receiving waters: a
state of the art. Adv. Water Resour. 51, 261e279.
Hervouet, J., 2007. Hydrodynamics of Free Surface Flows: Modelling with the
Finite Element Method. Wiley.
Jorde, K., 1997. €Okologisch begru¨ndete, dynamische Mind-
estwasserregelungen bei Ausleitungskraftwerken (dissertation), Mittei-
lungen des Instituts fu¨r Wasserbau, Heft 90, Universit€at Stuttgart.
Lange, C., Zhang, Q., Hinkelmann, R., 2012. Optimization of ecologically
oriented structures in a small urban river. In: Proceedings of the Interna-
tional Conference on Fluvial Hydraulics, San Jose, Costa Rica. Taylor &
Francis Group, London,, pp. 1097e1100. ISBN: 978-0-415-62729-8.
236 C. Lange et al. / Journal of Hydro-environment Research 9 (2015) 226e236Lange, C., Schneider, M., Mutz, M., Haustein, M., Halle, M., Seidel, M.,
Sieker, H., Hinkelmann, R., 2013. Model-based design for restoration of a
small urban river. In: Proceedings of the 35th IAHR Congress, Chengdu,
China, Tsinghua University Press, Beijing, China, ISBN 978-7-89414-588-
8 peer reviewed paper and oral presentation.
Lange, C., Lindenberg, M., Fr€ohlich, T., Hinkelmann, R., 2014. Einsatz der
Quelltermmethode bei Hochwasserschutzkonzeptionen im l€andlichen
Raum. Vorsorgender und nachsorgender Hochwasserschutz. Springer
Verlag, ISBN 978-3-658-03739-0, pp. 105e113.
Laub, B.G., Baker, D.W., Bledsoe, B.P., Palmer, M.A., 2012. Range of vari-
ability of channel complexity in urban, restored and forested reference
streams. Freshw. Biol. 57 (5), 1076e1095.
Meyer, J.L., Paul, M.J., Taulbee, W.K., 2005. Stream ecosystem function in
urbanizing landscapes. J. N. Am. Benthol. Soc. 24, 602e612.
Nujic, M., 2006. HYDRO_AS-2D e Ein zweidimensionales Str€omungsmodell
fu¨r die wasserwirtschaftliche Praxis. User Manual.
Parish, E., Mohktar, M., Abdullah, B., May, C.O., 2004. River restoration in
Asia. In: Proceedings of the East Asia Regional Seminar on River
Restoration, Kuala Lumpur, Malaysia. Global Environmental Centre and
Department of Irrigation and Drainage, p. 240.
Scharf, J., Br€amick, U., Fredrich, F., Rothe, U., Schuhr, H., Tautenhahn, M.,
Wolter, C., Zahn, S., 2011. In: . Fische in Brandenburg e Aktuelle Kar-
tierung und Beschreibung der m€arkischen Fischfauna. Institut fu¨r Bin-
nenfischerei e.V. Potsdam-Sacrow.
Schneider, M., 2001. Habitat- und Abflussmodellierung fu¨r Fließgew€asser mit
unscharfen Berechnungsans€atzen (dissertation). Mitteilungen des Instituts
fu¨r Wasserbau, Heft 108, Universit€at Stuttgart.
Seidel, M., Mutz, M., 2012. Hydromorphologische Entwicklung von Tie-
flandb€achen durch Holzeinsatz e Vergleich von Einbauvarianten imRuhlander Schwarzwasser. Hydrol. Wasserbewirtsch. 56 (3), 126e134.
http://dx.doi.org/10.5675/HyWa_2012,3-3.
Sieker, H., Peters, C., 2008. Vorbereitende Maßnahmenplanung im Einzugs-
gebiet der Panke- Pilotprojekt fu¨r ein Gew€asserentwicklungskonzept
(GEK) zur Maßnahmenumsetzung gem€aß EG-WRRL. Auftraggeber:
Senatsverwaltung fu¨r Gesundheit. Umwelt und Verbraucherschutz, Berlin.
Sieker, F., Kaiser, M., Sieker, H., 2006. Dezentrale Regenwasserbewirt-
schaftung im privaten, gewerblichen und kommunalen Bereich - Grund-
lagen und Ausfu¨hrungsbeispiele. Fraunhofer IRB Verlag, Stuttgart.
Simons, F., Busse, T., Hou, J., Hinkelmann, R., 2014. A model for overland
flow and associated processes within the hydroinformatics modelling
system. J. Hydroinformatics 16 (2), 375e391.
Statzner, B., Mu¨ller, R., 1989. Standard hemispheres as indicators of flow
characteristics in lotic benthos research. Freshwater Biology 21 (3),
445e459.
Toro, E.F., 2001. Shock-Capturing Methods for Free-Surface Shallow Flows.
John Wiley and Sons, New York.
Walsh, C.J., Roy, A.H., Feminella, J.W., Cottingham, P.D., Groffman, P.M.,
Morgan, R.P., 2005. The urban stream syndrome: current knowledge and
the search for a cure. J. N. Am. Benthol. Soc. 24, 706e723.
Wolter, C., 2010. Functional vs scenic restoration e challenges to improve fish
and fisheries in urban waters. Fish. Manag. Ecol. 17, 176e185.
Wolter, C., Schomaker, C., 2013. Fische in Berlin. Bilanz der Artenvielfalt.
Senatsverwaltung fu¨r Stadtentwicklung und Umwelt, Fischereiamt Berlin,
Berlin.
Xie, Z., Lin, B., Falconer, R.A., Maddux, T.B., 2013. Large-eddy simulation of
turbulent open-channel flow over three-dimensional dunes. J. Hydraul.
Res. 51 (5), 494e505. http://dx.doi.org/10.1080/00221686.2013.835287.
